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What is ZipTex:

- Rolling FabricScreens for exteriorApplications(Acrylic, 
Polyester, Fiber)

- A varietyof fabricswith different levelsof visualandthermal 
specifications

- Lateral End-Retention Ą Zip(zipper)

Ą IncreasedWind Loadsandfull top to bottom / sideto side
openingcoverage

- Specificallydesignedfor UV andinsectprotection

- OriginallyPatentedasαShy-Zipά

- Patent expiredin 2009
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Options:

- ExteriorInstallation (ExtrudedHousing, recommended)

- 20°IƻƻŘ /ƻǾŜǊ IƛƴƎŜΥ CǊƻƴǘΥ  пάΣ рά

- Standard Housings and Endcaps can be used
(rollformed, extruded, 45°/20°)

- Box orientation : in or out

- Exterioror Interior Application
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End Retention System:

- RailInsert: ExtrudedPVC, Floating with
Tensioningmechanism, lateral end retention

- Railcaps(top andbottom) necessary
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Alutech Standard:

- 78mm Galvinized Axle for strength

- Powder Coated frames 

- Adapting Idler for round axle

- Simu/ Somfy-Motors andcontrols

- Standard Limit setting procedures

- Mechanical

- Radio Contolled

- Hem bar ςdouble weighted, lateral glide insert for 
stability
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Dimensions / Specifications:

- Min/Max. Width: орάƳƛƴΦ ςннуά ƳŀȄΦ

- Max. Height: пά IƻǳǎƛƴƎΥ  рфά

рά κ рΦрάΥ  мрсά

- Max. Size : 130 sqft (split recom. if over 200 
sqft)
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ïBlow up view / Component List

1. Housing back
2. Housing top
3. Housing front
4. 78mm Axle
5. End-caps
6. Motor Bracket
7. Safety plates
8. Special Motor crown
9. Motor
10. Motor Drive
11. Motor Accessory
12. 78mm Idler
13. Idler Bearing bracket
14. Idler Bearing
15. Rail Stopper ςtop
16. Rail Stopper acces.
17. Screen Fabric
18. Zip Tex Guiderail
19. Zip Tex Guiderail Insert
20. Weight Bar
21. Gliders
22. Zip Tex Bottom bar
23. Rubber/Felt insert
24. Rail Stopper - bottom



ςfabric choices and frame colors

ÅSatine

ÅNatte

ÅSoltis 86

ÅSoltis 92

Frame Colors Available

With many more fabric  choices available



- Configurations

- Seams necessary if fabric width is 

exceeded : over 7ft tall (welded or sewn) 

- Horizontal seams only

- For seam positions see Fabric Guide

- Seams and Hems face towards the inside

- Top and Bottom Hem for strength

- Lateral Zipper welded for added strength



ςadded points

- Assembled Product Only

- Starting manufacturing Spring 2011

- Brochures availble

- New updated pricing

- Fabric Selection sheets availble

- Samples upon request :                                            

6ñ  pc (guiderail & fabric w/zip swatch)

12ñ x 8ñ (frame and fabric) 

24ñ x 24ñ (fully functional , with gear or motor)

- Installation Training : in either plant DE/FL


